Foreword

The attached Standard Operating Procedure is the internal policy of the Land Quality Divison of the
Wyoming Depatment of Environmentd Qudlity covering the topic of Postmining Topography
Asessments. Staff shal make no significant deviations from this policy without the prior gpprova of the
Digtrict Supervisor and the Adminigtrator.

Sgned this day of , 1997

Richard A. Chancdlor
Adminigrator
Land Qudity Divison

COAL
STANDARD OPERATING PROCEDURE NO. 3.1

L and Quality Division

SUBJECT: Postmining Topography Assessments
l. Introduction
A. Generd Information

1 This document is intended to assst daff and cod operators in meeting
requirements of the DEQ/LQD Coa Rules and Regulations (Cod R&R)
concerning the assessment of postmine topography. This SOP contains
recommendations for assessng the classfication of a cod mings posmine
topography (PMT) into one of three catagories: Thin overburden; Approximate
Origind Contour (AOC); or Thick overburden mine.
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Coa R&R Chapter 4, Section 2(b)(iii) states "dl affected lands shdl be returned
to their approximate origina contour, except as authorized by a variance or
exemption under Chapter 5, Sections 6 and 7, or Chapter 8, or Chapter 9."
Chapter 5 alows areas of coa to remain exposed, with Administrator approvd,
to alow future accessfor auger mining or underground mining. Chapter 8 dlows
for variation if the cod mine is classified as a Specid Bituminous Cod Mine.
Reviewers should refer to Chapter 8 when reviewing postmine topography
submittals concerning Specid Bituminous Mines. Chapter 9 outlines the process
for requesting a variance from the Cod R&R.

Definitions

1.

Approximate Original Contour: The reclamed land surface configuration
achieved by backfilling and grading of the mined areas, closdy resembles the
generd surface configuration of the land prior to mining and blends into and
complements the drainage pattern of the surrounding terrain (Coa R& R Chapter
1, Section 2(h)).

Thin Overburden: The vaume of dl available spoil and suitable waste materids
over thelife of mineisdemongrated to beinsufficient to achieve AOC considering
bulking factor and coa removal. Surface activities shal be conducted to use dl
avalable poil and suitable waste material sto attain lowest practical grade, but not
more than the angle of repose (Coad R& R Chapter 4, Section 2(b)(vi)).

Thick Overburden: The volume of spoil over the life of mineis demondrated to
be more than sufficient to achieve AOC congdering bulking factor, cod remova
and subsidence of backfilled materid. Excess spoil may be placed outsde the pit
area (Coad R&R Chapter 4, Section 2(b)(vii)).

Excess Spooil: Spoil materid digposed in a location other than the "mined out”
area, except that spoil materia used to achievethe AOC or to blend the mined out
areawith surrounding terrain (Cod R&R Chapter 1, Section 2(ag)).

Out-of-Pit Spoil: Spoil materid which has been placed outside the area affected
through overburden removad.

Blend: To combine or associate so0 that the separate congtituents or line of
demarcation cannot be distinguished.



Il. Genegrd Reclamation Plan & PMT Condderations

A.

All permitteesmust providean overburden classification declaration (Thin, AOC or Thick).
Overburden classfication can be done on a pit by pit basis provided there is native
topography separating pits. The Mine or Reclamation Plan should contain a distinct
sectionwhich collates, eva uates and summarizesthe datato make aclear satement of the
overburdendesignation. Thissection should clearly reference datafrom other Sectionsor
Appendices of the permit.  Supporting information should include the materia baance,
dope andysis, devation and generd landform. Evidence supporting the declaration can
be located in other sections of the permit and referenced in the declaration. When
consdering the materid baance, the permittee must give careful consderation to the
derivation of a documented, verifiable swell factor for use in caculating the replacement
volumerétio.

Once the permittee has determined their overburden classfication, the postmine
topography should be devel oped based on the declaration. The overburden declaration
has a direct bearing on the degree of postmine features (e.g., ridgelines) that can be
constructed. Generaly, plans for congtruction and illustration (PMT Map and cross
sections) of the postmineland surface should indicate that all spoil generated by the mining
operation has been returned (transported, backfilled and compacted) to the mine pit and
gaded to eiminate al highwals and depressons. Teraces or benches can be
incorporated into the design of the PMT only when it can be demondtrated that other
erosion prevention and dope stabilization techniques will not accomplish the same result.

PMT deveopment should consder the average of the premine measured dopes. The
distributionof the postmine hilld ope gradients shoul d gpproximeate the preminedistribution.
Pogmine dopegradients should be designed to allow for aminimum|long-term Stetic safety
factor of 1.3inorder to restore stable drainagesand hilldopes. All backfilling, grading and
contouring should be executed in such a manner so as to preserve the native drainage

pattern.

[1. Determination of Overburden Classfication

A.
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The manner in which the Coal R& R arewritten assumes al mines can and will meet AOC.
Permittees must demonstrate why they can or cannot meet the AOC overburden
classficaion. Higoricdly, the use of the volume replacement ratio (spoil volume +
bulking)/(cod volume+ overburden volume) was used to differentiate between Thin, AOC
and Thick overburden classfications. AOC was classified as avolume replacement retio
between 0.8 and 1.2; Thin was aratio less than 0.8 and Thick aratio greater than 1.2.
These ratios have since been removed from the Federal Regulations by Court action and



do not exist in the Cod R&R. However, the LQD uses these ratios as a first
gpproximation or "rule-of-thumb” for determining overburden classfication. The cod
permittee may adso make Smilar use of theseratios.

The use of 0.8 as a cutoff between a Thin and AOC overburden designation, although it
has no binding, legd implications, is probably reasonable. The reason for this is soley
conceptua, but if a mine has less than 80% of the premine materid available for PMT
congtruction, the quantity of materia available to reconstruct many of the premine festures
isminimd.

Theuseof 1.2 asacutoff between AOC and Thick overburden designationsismuch more
difficult. Thecritica issue between an AOC and Thick overburden designation iswhether
or not excess overburden exigts. In order to have a condition where excess spoil exists,
the permittee must demondirate that by returning al materid to the mined out pit an
ungtable topography would be created (e.g., a static safety factor lessthan 1.3). A thick
overburden designation does not exist just because AOC has been achieved. AOC may
be achieved at aratio of 0.81 but this does not mean dl additiona overburden may then
be left out of the pit because you can ill achieve AOC at aratio of 1.2. The Federd
Judge threw out the numbers but did not throw out the concept.

V. Overburden Classfication and PMT Reguirements

A.
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Approximate Origind Contour

1 The Reclamation Plan and associated maps, exhibits, cross sections, etc., should
demondtrate that al available spoil has been backfilled and graded to achieve a
postmine surface configuration which closaly resembles the premine. In order to
achieve AOC, some spoil may be placed outside the pit to blend the mined-out
lands to the surrounding native topography. However, before any spoil can be
used for blending purposes, the gpplicant must first demongtrate that the reclaimed
area topography, within the confines of the pit, meets the intent of AOC. Spail
placed outside the pit to be used for blending purposes is not considered to be
excess spoil under the Coadl R&R. Placement of spoil materid outsde the pit for
blending purposes does not include blending out-of-pit poil stockpilesin place.
The Reclamation Plan must illustrate that the placement of this spoil creates a
stable topography which blends with al reclamation features and native aress.

2. The Reclamation Plan must demongrate that the reclamed drainage basin
orientationand pattern approximate the premine environment. Cregting drainages
by incomplete filling of the fina void left againgt the highwal is not gppropriate
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under an AOC desgnation. The postmine dope digtribution should aso
gpproximate the premine dopedistribution with theaverage premineand postmine
dopebeing nearly identica. However, none of the postmine d opes should exceed
the angle of repose for the poil and topsoil materid.

The Reclamation Plan may not include construction of postmine closed basins
unlessthey are specific replacement features. For further guidance on the subject
of Closed Basins, see LQD GuidelineNo. 17. The Reclamation Plan may include
gndl, shdlow depressons to retain moisture, minimize eroson, creste and
enhance wildlife habitat and enhance vegetation diversty. These depressons
should not beevident onthe PM T contour map and areclassified as"micro-relief”.
The cregtion of micro-relief in the PMT should be completely discussed in the
Reclamation Plan.

Permittees may include the use of terraces if other contouring and construction
practices will not ensure the desired dope configuration and surface stability.
Judtification for incorporating these features into the PMT must be supplied in the
Reclamation Plan. All highwalls must be diminated unlessthe provisions of Cod
R&R Chapter 5 or 7 are gpplicable.

Thin Overburden

1.

The Thin overburden designation is warranted when the permittee demonstrates
that thereis not enough materia availableto obtain AOC.  If the permittee must
borrow materid from an area undisturbed by mining activity to construct the
proposed postminetopography, the necessity of thisaction can be used to support
athin overburden designation. The Reclamation Plan must demondtrate thet dl
avalable spoil was returned to the pit and graded to the lowest practica grade
dlowing for through drainage. Postmine topography eevations cannot exceed
premine topography eevations. The quantity of spoil materia avallable may not
alow for gpproximation of the premine drainage pattern. However, the postmine
drainage patterns (e.g., drainage basins and channels) must dearly med with the
remnants of the native drainage patterns in an erosondly stable manner. The
Reclamation Plan must demondrate that the postmine drainage channelsand their
trangtion to native channels are erosondly sable.

Depressions are dlowed only if they are shown to be a premine replacement
feature or if thefeaturefalsinto the "micro-topography™ classfication whereit can
be considered to reduce erosion potentia, enhance wildlife habitat or aid in
revegetation. Generdly, the volume of the small depressons associated with
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“micro-topography” should be less than 0.5 ac-ft. If an unwanted Stuation is
predicted to exist in the postmine landscape, such as a large swamp (created by
resaturation of the spoil aguifer), this does not warrant an automatic justification
for alarge depression. The operator must first demondirate that all reasonable
remediation efforts have been utilized (e.g., borrow materid from adjacent native
lands) before large depressions will be considered.

The Reclamation Plan must demongtrate that dl out-of-pit spoil stockpiles are
returned to the pit and the opportunity for leaving in-pit spoil sockpilesislimited.
Highwadlls should be reduced and blended with the backfill to ensure stable
surfaces and dope configuraions across the trangtion from reclamed to native
topography. Oncethe above condition is satisfied, the Reclamation Plan may then
sequentidly demondtrate that "resdua” overburden is available to create other
topographic diversity, such as hills and ridge lines, within the mined out area.

Thick Overburden

1.

Thick overburden designation alows permittees to leave out-of-pit spoil
stockpiles. However, the Reclamation Plan must demondirate that an adequate
quantity of spoil has been returned to the pit to restore AOC (e.g., a aminimum,
the volume replacement ratio is greater than one) before a Thick declaration is
acceptable. All areas within the confines of the pit should be at or above premine
elevations under athick overburden designation. In addition, review of Federd
regulations indicates that Congresswas well aware of swll factors and preferred
to have higher postmine elevations rather than creating out-of-pit spoil stockpiles,
provided that a stable topography can be constructed. Therefore, it may be
inferred that in order to leave out-of pit spoil stockpiles, the operator must
demondtrate that by placing dl spoil materid indde the pit, an unstable condition
would be created (e.g., astatic safety factor of lessthan 1.3). Spail that is placed
outside the pit is referred to as "excess gpoil” according to the Cod R&R.

All topsoil and organic matter must be removed in the areas where excess spoil is
placed. Excess spoil stockpiles must be graded to maintain aminimum long-term
datic safety factor of 1.5 and the operator must demondtrate that the configuration
of the stockpile is commensurate with the designated postmine land use. The
Adminigrator may limit the horizonta liftsto four (4) feet or less, as necessary, to
ensure gability of the fill.

The Reclamation Plan must demondtrate that the reclaimed topography will result
in stable blending with native topography. The PMT map mugt illudrate the
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locationof theexcess spoil. Because the permittee must obtain an AOC condition
within the limits of the pit, premine drainage basin orientation and pattern must be
maintained. The postmine dope didribution should aso mimic the premine
digtribution.

Depressions are not acceptable under thisoverburden classfication unlessthey are
shownto replace apreminefesature or are smal enough wherethey are considered
tofdl under the"micro-topography” category. Micro-topographicfeaturesshould
not be visble when reviewing the PMT map, but rather incorporated as generd
language (e.g., micro-reief/topography) in the Reclamation Plan. All of the above
is addressed in the Coa R& R, Chapter 4, Section 2(b)(iv) and (ix).



